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| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@;s @

MYMURR
mhAm ELEKTRONIK

stay connected

Form A (18 mm)

[N form 18001 18021 18041
Type 24 VAC/DC 24V AC/DC 110V AC/DC
LED and supp
Circuit diagram
Contact layout
f
18
}
E Cable Type Jacket Color Jacket Color Jacket Color
Wire diameter 0.75 mm? yellow gray yellow gray yellow gray
Ve 016 216 016 216
PUR/PVC 026 226 026 226
PUR(UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
B Cable Length
Ll 0150
30m 0300
S0m 0500
/vm 0750
100 m 1000
Technical Data
Openating voltage 24VAC/DC125 % 110V AC/DC 110 %

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

Article No.

The composition of your article num-
ber is explained on page3.1.i

25..185 °C, depending on cable quality
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B Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

Valve Connectors



| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@as @

Form A (18 mm)

Form 18061 18081
Type 230V AC/DC 0..230 VA(/DC
LED and i without col

Circuit diagram

Valve Connectors

Contact layout
1
18
|
Cable Type Jacket Color Jacket Color
Wire diameter 0.75 mm? yellow gray yellow gray
e 016 216 016 216
PUR/PVC 026 226 026 226
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
Cable Length
5n 0150
30m 0300
50m 0500
/vn 0750
100 1000

Technical Data

Operating voltage

230V AC/DC 110 % max. 230 V AC/DC

Protection

1P65 and IP67 when plugged and screwed down (EN £0529)

Temperature nnge

. Article No.

Notes

The composition of your article num-
ber is explained on page 3.1.i

25..185 °C, depencing on cable quality

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

3102

| VALVE CONNECTORS

MsSUD
- with open ended wires

~for pressure switches

Approvals: c@ﬁs @
. Form
Type

yp

MYMURR
mhAm ELEKTRONIK

stay connected

Form A (18 mm)

18121 18141
24VDC 23V DC
LED {red /green) LED {yellow/green)

Circuit diagram

Contact layout

H Cable Type

Jacket Color Jacket Color

Wire diameter 0.75 mm* yellow gray yellow gray
R 018 218 018 18
PUR/PVC 028 28 028 28
PUR (UL/CSA) 038 238 038 238
B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100 m 1000

Technical Data

Openating voltage

24VDC125%

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality

10
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E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

Valve Connectors



| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@as @
. Form
Type

Form B {(10mm)

10001 10021 10041
24V AC/DC 24V AC/DC 110 VAC/DC
LED and supp

Circuit diagram

Contact layout

E Cable Type

Jacket Color Jacket Color Jacket Color

Wire diameter 0.75 mm? yellow gray yellow gray yellow gray
Pve 016 216 016 216 016 216
PUR/PVC 026 226 026 226 026 226
PUR(UL/CSA) 036 236 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256 056 256
l B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100m 1000

Valve Connectors

. Technical Data

Operating voltage

24VAC/DC 125 % 110V AC/DC 110 %

Protection

1P65 and IP67 when plugged and screwed down (EN £0529)

Temperature nnge

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185 °C, depencing on cable quality

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

3104

| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@ﬁs @
. Form
Type

yp

MYMURR
mhAm ELEKTRONIK
stay connected

Form B (10 mm)

10061

0..30V AC/DC

without components

Circuit diagram

Contact figure

0°, PE at cable outlet 180°, PE opposite cable outlet

Contact layout

H Cable Type

Jacket Color Jacket Color

Wire diameter 0.75 mm* yellow gray yellow gray
Ve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100 m 1000

Technical Data

Openating voltage

max. 230V AC/DC 24VAC/DC 125 %

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality
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E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

Valve Connectors



| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@as @
. Form
Type

Form BI (11 mm)

Industrial standard

11001 11021 11041
24V AC/DC 24V AC/DC 110 VAC/DC
LED and supp

Circuit diagram

Contact layout

E Cable Type

Jacket Color Jacket Color Jacket Color

Wire diameter 0.75 mm? yellow gray yellow gray yellow gray
Pve 016 216 016 216 016 216
PUR/PVC 026 226 026 226 026 226
PUR(UL/CSA) 036 236 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256 056 256
l B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100m 1000

Valve Connectors

. Technical Data

Operating voltage

24VAC/DC 125 % 110V AC/DC 110 %

Protection

1P65 and IP67 when plugged and screwed down (EN £0529)

Temperature nnge

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depencing on cable quality

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

3106

| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@ﬁs @
. Form
Type

yp

IMYMURR

mhAm ELEKTRONIK

stay connected

Form BI (11 mm)

Industrial stardard

11061

0..30V AC/DC

without components

Circuit diagram

Contact figure

0°, PE at cable outlet 180°, PE opposite cable outlet

Contact layout

H Cable Type

Jacket Color Jacket Color

Wire diameter 0.75 mm* yellow gray yellow gray
Ve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100 m 1000

Technical Data

Openating voltage

230V AC/DC 24VAC/DC125 %

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality
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E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

3107

Valve Connectors



Wire diameter 0.75 mm? yellow gray yellow gray
Pve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
l B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100m 1000

Valve Connectors

| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@as @
. Form
Type

Form C (8 mm)

80001

24V AC/DC

80021

24V AC/DC

Circuit diagram

Contact layout

E Cable Type

Jacket Color

Jacket Color

. Technical Data

Operating voltage

24VAC/DC 125 %

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature nnge

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depencing on cable quality

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@ﬁs @
. Form
Type

Form C (8 mm)

MYMURR
mhAm ELEKTRONIK

stay connected

80041 80061
yp 110V AC/DC 0..230V AC/DC
LED and supp without componen
Circuit diagram L= - ittt I

Contact layout

H Cable Type

Jacket Color

Jacket Color

Wire diameter 0.75 mm* yellow gray yellow gray
Ve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100 m 1000

Technical Data

Openating voltage

110V AC/DC 110 %

Valve Connectors

max 230V AC/DC

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality
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E Cable Type

B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

3109



Wire diameter 0.75 mm? yellow gray yellow gray
Pve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
l B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100m 1000

Valve Connectors

| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@as @
. Form
Type

Form Cl (9.4 mm)

Industrial standard

94001

24V AC/DC

94021

24V AC/DC

Circuit diagram

Contact layout

E Cable Type

Jacket Color

Jacket Color

. Technical Data

Operating voltage

24VAC/DC 125 %

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depencing on cable quality

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

31010

| VALVE CONNECTORS

MsSUD

- with open ended wires

Approvals: c@ﬁs @
. Form
Type

Form C1 (9.4 mm)

Industrial stardard

MYMURR
mhAm ELEKTRONIK

stay connected

94041 94061
yp 110V AC/DC 0..230V AC/DC
LED and supp without componen
Circuit diagram L= - ittt I

Contact layout

H Cable Type

Jacket Color

Jacket Color

Wire diameter 0.75 mm* yellow gray yellow gray
Ve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
B Cable Length
Sm 0150
30m 0300
S0m 0500
/5m 0750
100 m 1000

Technical Data

Openating voltage

110V AC/DC 110 %

Valve Connectors

max 230V AC/DC

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality
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E Cable Type

B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

31011



| VALVE CONNECTORS

Male

straight

Junior Timer

- with open ended wires

Approvals: @
. Form
Type

70001 70021
0..230V AC/DC 10..30 VAC/DC
without components

Circuit diagram

* forcable type (740)

brown
black*

blue
white

* forcable type(740)

Contact layout

E Cable Type

Wire diameter 0.5 mm*

Jacket Color

Jacket Color

PUR

Wire diameter 0.75 mm*

RS

PUR/PVC

l B Cable Length

Valve Connectors

5n 0150
30nm 0300
S0m 0500
5 0750

100 m 1000

. Technical Data

Operating voltage

0..230 V AC/DC

10..30 V AC/DC

Protection

1P65 inserted and tightzned

Temperature nnge

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depencing on cable quality

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

31012

MSUD - MSUD

. Form
Type

IMYMURR

| VALVE CONNECTORS mhAm ELEKTRONIK
stay connected
Form A (18 mm)
- Double valve plugs with
connection cable
Approvals: D@IIS @
58001 58021 58041
yp 24 VAC/DC 24V AC/DC 24V AC/DC
LED and suppressi LED and suppressi LED and supp
L =100 mm L =150 mm L =200 mm
Ciruit diagram Valveolug 2 Valveplug1 Connection cble
: b2
P .
5 ol 1 N 2] bl 1
% Tyeow =z S velow
A
X 2 >— —
@i O — 1 iy

Contact layout

H Cable Type

Jacket Color

Jacket Color Jacket Color

Wire diameter 0.75 mm? yellow gray yellow gray yellow gray

Ve 017 217 017 217

PUR/PVC 027 227 027 227

PUR (UL/CSA) 037 237 037 237

B Cable Length .
Sm 0150

0n 0300 "
S0m 0500 ‘g
v 0750 £

100m 1000 3

Technical Data ;%

Openating voltage

24V AC120% f DC125%

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality

10
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E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

31013



| VALVE CONNECTORS

MSUD - MsUD

~ Double valve plugs with M12 male,
connector top entry

Approvals: c@as @7
n Form
Type

Form A (18 mm)

41501 41521 41541
24V AC/DC, M12 (3-pole) 20V AC/DC, M12 {1 pole) 20V AC/DC, M12 {1-pole)
LED and suppressi LED and suppressi LED and suppressi
L =100 mm L=150 mm L =200 mm
Circuit diagram Valveplug2 Valveplug1 Mal2 M2
notusec £33 ¢
: 2
> .
x T T
% Tyelow r S,
A2 KA
2 3
: =

Contact layout

l E Cable Type

Valve Connectors

Jacket Color

Jacket Color

Jacket Color

Wire diameter 0.75 mm? yellow gray yellow gray yellow gray
Pve 016 216 016 216 016 216
PUR/PVC 026 226 026 226 026 226
PUR(UL/CSA) 036 236 036 236 036 236
Technical Data
Operating voltage 24V AC120% /DC125%
Protection 1P65 and IP6 7 when plugged and screwed down (EN £0529)
Temperature nnge 25..185°C, depencing on cable quality
. Article No.
The composition of your article
number is explained on page 3.1.i 7 0 0 0 - - 0 0 0 0
n Form E Cable Type
Notes

Other versions on request

31014

MSUD - MSUD

n Form
Type

IMYMURR

| VALVE CONNECTORS mhAm ELEKTRONIK
stay connected
Form A (18 mm)
~ Double valve plugs with M12 male,
connector at the rear
Approvals: c@:us @
41561 41581 41601
24V AC/DC, M12 {4-poke) 20V AC/DC, M12 {4-pole) 24V AC/DC, M12 {d-pole)
LED and suppressi LED and suppressi ppressi
L =100 mm L =150 mm L =200 mm
Ciruit diagram Valveolug2 Valveplug 1 Ml 12
notused =3¢
1 3 - 2
x FT e
% Tyelow 1 clow
74 ha i
N 2 > 3

Contact layout

H Cable Type

Jacket Color

Jacket Color

Jacket Color

Wire diameter 0.75 mm? yellow gray yellow gray
Ve 016 216 016 216
PUR/PVC 026 226 026 226
PUR(UL/CSA) 036 236 036 236

Technical Data

Openating voltage

24V AC120% f DC125%

gray

Valve Connectors

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality

10
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Other versions on request

31015



| VALVE CONNECTORS

MSUD - M12

. Form
Type

Form A (18 mm) Male M12
straight
- Connection cables
Approvals: c@as @
40881
20V AC/DC, M12 (3-pole)
LED and i

Circuit diagram

Contact layout

E Cable Type

Jacket Color

Wire diameter 0.75 mm? yellow gray
Pve 016 26
PUR/PVC 026 26
PUR (UL/CSA) 036 236
PUR (UL/CSA), welding spark res. 056 256
l B Cable Length
an 0030
06m 0060
10m 0100
15n 0150
20m 0200

Valve Connectors

. Technical Data

Operating voltage

24V AC120% /DC125%

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depencing on cable quality

E Cable Type

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

31016

| VALVE CONNECTORS

MSUD - M12
- Connection cables

~for pressure switches

Approvals: c@ﬁs @
. Form
Type

yp

Form A (18 mm)

IMYMURR

mhAm ELEKTRONIK

stay connected

Male M12
straight

.

Circuit diagram

40921 40931
24VDC, M12 (5-pole) 20V DC, M12 (5-poke)
LED {red /green) LED {yellow/green)
1 © (124¥DQ) 1 + (124¥DQ)
2 o] 2 2 (NIQ)
3 (N/O) 3 -4 (NjO)
v (ov)

(C]
=
\{
L

Contact layout

E Cable Type

Jacket Color

Jacket Color

Wire diameter 0.34 mm* yellow gray yellow gray
PYC (UL/CSA) 015 215 615 015 215 615
PUR/PVC 025 225 625 025 25 625
PUR(UL/CSA) 035{126) 235 635(732) 035{126) 235 635(732)
PUR (UL/CSA), welding spark res. 055 255 655 055 255 655
B Cable Length
an 0030

06m 0060

10m 0100

1hn 0150

20m 0200

. Technical Data

Openating voltage

24VDC125%

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

25..185°C, depending on cable quality

10
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E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

Valve Connectors



| VALVE CONNECTORS

Form B {(10mm)

MSUD - M12

- Connection cables

Approvals: c@as @7
n Form
Type

Male M12 Form Bl {11 mm) Male M12

straight Industrial standard straight

-\ et

41001 40961
20V AC/DC, M12 (3-pole) 20V AC/DX, M12 3-pole)
LED and suppressi LED and suppressiy
Circuit di
Arcul lagram | :—
i
)
2l
@ |
L
Contact layout Female Male Female Mile

E Cable Type

10

Jacket Color

Jacket Color

Wire diameter 0.75 mm? yellow gray yellow gray
Pve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
l B Cable Length
am 0030
06m 0060
10m 0100
15m 0150
20m 0200

Valve Connectors

. Technical Data

Operating voltage

24V AC120% /DC125%

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depencing on cable quality

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

31018

| VALVE CONNECTORS

MSUD - M12

- Connection cables

Approvals: c@:us @
n Form
Type

IMYMURR

mhAm ELEKTRONIK
stay connected
Form C (8 mm) Male M12 Form Cl (9.4 mm) Male M12
straight Industrial stardard straight

e\ i e\

41081 41041
24V AC/DC, M12 (3-poke) 20V AC/DC, M12 (3-pole)
LED and suppressi LED and suppressi
Circuit diagram
Contact layout Female Male Fermle Male

H Cable Type

Jacket Color Jacket Color

Wire diameter 0.75 mm* yellow gray yellow gray
Ve 016 26 016 26
PUR/PVC 026 26 026 26
PUR (UL/CSA) 036 236 036 236
PUR (UL/CSA), welding spark res. 056 256 056 256
B Cable Length
am 0030
06m 0060
10m 0100
15m 0150
20m 0200

. Technical Data

Openating voltage

24V AC120% f DC125%

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25..185°C, depending on cable quality

10
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1

E Cable Type B Cable Length

Other versions on request. Differing cable lengths up to 2 m can be ordered in 0.2 m steps, from 2 m on in 0.5 m steps.

31019

Valve Connectors



| VALVE CONNECTORS | VALVE CONNECTORS mh A ELEKTRONIK
stay connected
MSUD - M12 Form A (18 mm) Form A (18 mm) MSUD - M12 Form A (18 mm) Form A (18 mm)
Top connection Rear connection Top connection Rear connection
- Adapter - Adapter

Approvals: c@zs @ Approvals: D@IIS @

N rom 41301 41421 7 rorm 41321 41441
Type M12 (3-pole) M12 (3-pole) Type M12 (5-pole) M12 (5-pole)
LED and suppressi LED and suppressi for pressure switches for pressure switches

Circuit diagram

Contact layout

. Technical Data

Operating voltage

24VAC£20% /DC 25 %

Female Male

Operating current per contact

max. 4 A

Valve Connectors -

Switch off peak

max. 55V

Locking of ports

M3 (recommended torque 0.4 Nrm)

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature nnge
. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25,485 °C

Other versions on request

=
=)
=
|lo
=)
|lo
=

31020

Circuit diagram

Contact layout

. Technical Data

Temale Male

Openating voltage 24VAC/DC 25 %
Operating current per contact max. 1 A
Switch off peak max. 55V

Valve Connectors

Locking of ports

M3 (recommended torque 0.4 Nrn)

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature range
. Article No.

The composition of your article
number is explained on page 3.1.i

25,485 °C
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Other versions on request
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Valve Connectors -

| VALVE CONNECTORS

MSUD - M12

- Adapter

Approvals: c@zs @

Form B {(10mm)

Top connection

Form B (10 mm)

Rear connection

| VALVE CONNECTORS

MSUD - M12

- Adapter

Approvals: D@IIS @

Form BI (11 mm)

Industrial stardard

Top connection

MYMURR
mhAm ELEKTRONIK
stay connected
Form BI (11 mm)

Industrial standard

Rear connection

N rom 41901 41961 T Fom 42021 42081
Type M12 (3-pole) M12 (3-pole) Type M12 (3-pole) M12 (3-pole)
LED and supp LED and supp LED and supp LED and supp
Circuit diagram P it Circuit diagram L mm—any
| 2 [ N e ow)
[ [ A
| i | 1 |
2= 2, 2
: bl
@L ....... - d @L._._._._.J
Contact layout Female Male Female Male Contact layout Female Male Female Male

. Technical Data

Operating voltage

24VAC£20% /DC 25 %

. Technical Data

Openating voltage

24VAC£20% / DC+25%

Operating current per contact

max. 4 A

Operating current per contact

max. 4 A

Switch off peak

max. 55V

Switch off peak

max. 55V

"
e
]
b1
<
c
<
S
2
s

Locking of ports

M3 (recommended torque 0.4 Nrm)

Locking of ports

M3 (recommended torque 0.4 Nrn)

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

Temperature nnge
. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

25,485 °C

Other versions on request

1
=
=)
=

Temperature range
. Article No.

The composition of your article
number is explained on page 3.1.i

25..+85°C
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| VALVE CONNECTORS

NS
~Field-wireable

- Convenient connection,
screw terminals

~for pressure switches

Approvals: @

Form A (18 mm)

¥ fom 29281 29301 29441 29461
Type 24..230 VA(/DC 24..230 V AC/DC 24V AC/DC 24V AC/DC
LED red (2} green (3) LED red (2} green (3) LED green (1) yellow 3} LED green (1) yellow (3)
metric PG9 metric PG 9
Circuit diagram i
5
N
Contact layout
. Technical Data
w
5 Operating voltage 24..230V AC/DC 24V AC/DC 125%
€ "
@ Operating current per contact max. 1A
5 Sealing range (cable diameter) 5.0 mm ‘ 6.8mm ‘ 5.10mm ‘ 6.8mm
Y Locking of ports M3 (recommended torque 0.1 N}
§ Comaression gland M15x 1.5 mm PG 9;(PCLL NPT 172" 0.1) ‘ M16x 1.5 mm PG G (PCLL, NPT 1/2"0. 1)
Protection 1P65 inserted and tightened (EN 60529), with gland
Temperature range -20..260°C
. Article No.
The composition of your article
number is explained on page 3.1.i 7 o 0 o = - 0 0 0 0 0 0 o
Notes
Other versions on request
31024

| VALVE CONNECTORS mhAm ELEKTRONIK
stay connected
SVS Form A (18 mm)
~ Field-wireable
- Convenient connection,
screw terminals
~for pressure switches
Approvals: @
[N form 29361 29381 29401 29421
Type 24..230V AC/DC 24..230 V AC/DC 0..230V AC/DC 0..30V AC/DC
LED yellow (3} LED yellow (3} without components without components
metric P9 metric PG9
Circuit diagram i St 51 ——— a1
13 o1 i
! ! 12 °l’
| yellow | | |
! I !
Q=== D Di=—=—== D
Contact layout
. Technical Data
w
Operating voltage 24..230V AC/DC 0..230 V AC/DC .E
Operating current per contact max. 1 A max. 10 A @
Sealing range (cable diameter) 5..10 mm ‘ 6.8mm 5.0 mm ‘ 6.8mm 5
Locking of ports M3 (recommended torque 0.1 Nm) [
Comoression gland M16 x 1.5 mm PG 9; (PGLL NPTL/2" 0. 1) ‘ M16x15 mm PG 9;(PCLL, NPT 1/2" 0. 1) §
Protection 1P65 inserted and tghtened (EN 60529), with gland
Temperature range 20..460°C
. Article No.
The composition of your article
number is explained on page 3.1.i 7 o 0 o = - 0 0 0 0 0 0 o
Notes

Other versions on request




| VALVE CONNECTORS

Valve Connectors -

NS
~Field-wireable

- Convenient connection, screw
terminals

Approvals: @
. Form
Type

Form A (18 mm)

29001 29021 29041 29061
24V AC/DC 24 VAC/DC 24V AC/DC 24V AC/DC
LED and Z-diode LEDand Z-diode LED and RC LED and RC
metric PG9 metric PG 9

Circuit diagram === = . r

Contact layout

. Technical Data

Operating voltage

24VAC£20% /DC 25 %

24V AC/DC £25%

Operating current per contact max. 1A max 2 A

Switch off peak max. 55V -

Max. power (W) max, 100 W{VA) mayx. 50 WVA)

Conncction cross section 4 mm? single core, with ferrule end 1.5 mm? - 4 mm? single core, with ferrule

end 15 mm’

Sealing range (cable diameter) 5..0mm ‘ 6.8mm 5.10mm 6.8mm

Locking of ports M3 (recommended torque 0.4 N}

Comoression gland M15x 1.5 nm PG 9;(PCLL NPT 172" 0 1) M16x 1.5 mm PG G (PCLL NPT L/2"0. 1)

Protection IP65 inserted and t ghtened (EN 60529), with gland

lemperature range 20..160°C
. Article No.

The composition of your article

number is explained on page 3.1.i 7 o 0 o = 0 0 0 0 0 0 o
Notes

Other versions on request

31026

| VALVE CONNECTORS mhAm ELEKTRONIK
stay connected
SVS Form A (18 mm)
~ Field-wireable
- Convenient connection, screw
terminals
Approvals: @
[N form 29081 29101 29241 29261
Type 110V AC/DC 110 VAC/DC 0..230V AC/DC 0..30V AC/DC
LED and VDR LED and VDR without components without components
metric P9 metric PG9
Circuit diagram L a1
B ee—
| |
| |
! !
Di=—=—== D
Contact layout
. Technical Data
Openating voltage 110V AC/DC +10 % 0..230 V AC/DC
Operating current per contact max. 1 A max. 10 A
Switch off peak max. 250V -
Max. power (W) ma. 100 WVA) =
Connection cross section A mm? single core, with ferrule end 1.5 mm?
Sealing range (cable diameter) 5..10 mm ‘ 6.8mm ‘ 5.10mm ‘ 6.8mm
Locking of ports M3 (recommended torque 0.1 N}
Comoression gland M15x 1.5 mm PG 9;(PGLL NPTL/2" 0. 1) M16x 1.5 mm PC G (PCLL, NPT 12" 0. 1)
Protection 1P65 inserted and tghtened (EN 60529), with gland
lemperature range 20,100 °C
. Article No.
The composition of your article
number is explained on page 3.1.i 7 o 0 o - - 0 o 0 o 0 0 o
Notes
Other versions on request
31027

Valve Connectors



| VALVE CONNECTORS

Valve Connectors -

NS
~Field-wireable

- Convenient connection, screw
terminals

Approvals: @

Form A (18 mm)

¥ fom 29161 29181 29121 29141
Type 230V AC/DC 280V AC/DC 110 VAC/DC and 230 V AC/DC 110V AC/DC and 230 V AC/DC
LED and VDR LED and VDR LED and RC LED and RC
metric PG9 metric PG 9
Circuit diagram == ulp
I .
|yl |
2| [
| |
Qe i®
Contact layout

. Technical Data

Operating voltage

230V AC/DC +10 %

110 VAC/DC +10 % and 230V AC/DC =10 %

Operating current per contact

max. 1A

Switch off peak

max. 533V

Max. power (W)

may, 100 W(VA)

| maz. 50 wiv)

Connection cross section

A mm? single core, with ferrule end 1.5 mm?

Sealing range (cable diameter) 5.10mm ‘ 6.8mm ‘ 5.10mm ‘ 6.8mm
Locking of ports M3 (recommended torque 0.1 N}
Comaression gland M15x 1.5 nm PG 9;(PCLL NPT 172" 0.1) M16x 1.5 mm PG G (PCLL, NPT 1/2"0. 1)
Protection IP65 irserted and tightened (EN 60529), with gland
lemperature range 20..460°C
. Article No.
The composition of your article
number is explained on page 3.1.i 7 o 0 o - - 0 o 0 o 0 0 o

Notes

Other versions on request

31028

| VALVE CONNECTORS mhAm ELEKTRONIK
stay connected
SVS Form A (18 mm)
~ Field-wireable
- Convenient connection, screw
terminals
Approvals: @
[N form 29481 29501 29521 29541
Type 24VDC 2VDC 24..230 VA(/DC 24..230V AC/DC
LED and switching amplifier LED and switching amplifier LED and bridge rectifier LED and bridge rectifier
metric P9 metric PG9
Circuit diagram
Contact layout
S
e
£
. Technical Data
Openating voltage 24VAC/DC 25 % 24,230V AC/DC
Controlvoltage ON:10..20V DC; OFF: 0.6 V DC{IN) -
Operating current per contact max. 2 A(short-circuit protected; max. L5 A "
Switch off peak max. 46V - .E
Connection cross section - ‘ A mm? single core, with ferule end 1.5 mm? g
Sealing range (cable diameter) 5..10 mm ‘ 6.8mm ‘ 5.10mm ‘ 6.8mm 5
Locking of ports M3 (recommended torque 0.1 N} [
Comoression gland M15x 1.5 mm PG 9;(PGLL NPTL/2" 0. 1) M16x 1.5 mm PC G (PCLL, NPT 12" 0. 1) §
Protection 1P65 inserted and tghtened (EN 60529), with gland
lemperature range 20,100 °C
. Article No.
The composition of your article
number is explained on page 3.1.i 7 o 0 o - - 0 o 0 o 0 0 o
Notes
Other versions on request
31029



| VALVE CONNECTORS | VALVE CONNECTORS mh A ELEKTRONIK
stay connected
SVS Form B {(10mm) SVS Form BI (11 mm)
Industrial stardard
~ Field-wireable ~ Field-wireable
- Convenient connection, F‘-ﬁ‘?-‘ - - Convenient connection, F‘-ﬁ‘:-‘ =<
screw terminals e screw terminals e
Approvals: @ Approvals: @
FN fom 29561 29581 29601 29621 [N form 29801 29821 29841 29861
Type 24V AC/DC 24 VAC/DC 24V AC/DC 24V AC/DC Type 24 VAC/DC 28V AC/DC 24V AC/DC 24 VAC/DC
LED and Z-diode LEDand Z-diode LED and RC LED and RC LEDand Z-diode LEDand Z-diode LED and RC LED and RC
metric PG9 metric PG 9 metric P9 metric PG9
Ciruit diagtam |  ———— —— e Circuit diagram - - — ——
" B Sttty 5 0. ¢ B St i o
e F o i ! - o |
| lowd™ % | | yellow | | e % | | yelow |
2l Lo 12 2 | | 2l Lol 2 2 | [
| | | | | | | |
O i ® Qe i® Or————i® Sp————i®
Contact layout Contact layout
. Technical Data . Technical Data
Operating voltage 24V AC120% /DC125% 24V AC/DC 125% Openating voltage 24V AC120% f DC125% 24VAC/DC125 %
- Operating current per contact max. 1A max 2 A Operating current per contact max. 1 A max. 2 A -
.E Switch off peak max. 55V - Switch off peak max. 55V - .E
g May, power (W) may, 100 W{vA) max, 50 WVA) Max, power (W) may, 100 WIVA) max, 50 WiVA) g
5 Connection cross section A mm? single core, with ferrule end 1.5 mm? Connection cross section A mm? single core, with ferrule end 1.5 mm? 5
Y Sealing range (cable diameter) 5.10mm ‘ 6.8mm ‘ 5.10mm ‘ 6.8mm Sealing range (cable diameter) 5..10 mm ‘ 6.8mm ‘ 5.10mm ‘ 6.8mm Y
§ Locking of ports M3 (racc ded torque 0.4 N Locking of ports M3 (recommended torque 0.4 Nm) §
Comaression glnd M5 15 7m [ 6o [ m15% 15 nm ['rco Comaression gland M16 % 15 mm [ rco [ m15% 1.5 nm [ o
Protection IP65 irserted and tightened (EN 60529), with gland Protection 1P65 inserted and tghtened (EN 60529), with gland
lemperature range 20..460°C lemperature range 20.160°C
. Article No. . Article No.
The composition of your article The composition of your article
number is explained on page 3.1.i 7 o 0 o - - 0 o 0 o 0 0 o number is explained on page 3.1.i 7 o 0 o - - 0 o 0 o 0 0 o
Notes Notes
Other versions on request Other versions on request
31020 31031



| VALVE CONNECTORS

MOSA
~Field-wireable

- IDC terminals

Approvals: @
. Form
Type

Form C (8 mm)

80081

Form Cl (9.4 mm)

Industrial stardard

94081

24V AC/DC 24V AC/DC
LED and supp LED and supp
Circuit diagram
Contact figure Cable outlet can be turned in3 x 90° steps
Contact layout

l . Technical Data

Valve Connectors

Operating voltage

24VAC/DC125 %

Operating current per contact

max. 3A

Switch off peak

max, 53V

Connection cross section

0.25..0.5 mm? (conductor diameter min. 0.1 mm)

Sealing range (cable diameter)

4.6 mm

Outer wire diameter

12.16mm

Contact figure

Cable outlet can be turnedin 3 x 90° steps

Protection

1P65 and IP6 7 when plugged and screwed down (EN £0529)

lemperature range

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

5..185°C

Other versions on request
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| VALVE CONNECTORS

SVSEco
~Field-wireable
- Screw terminals

- without components

Approvals: @
. Form
Type

Form A (18 mm)

29245

MYMURR
mhAm ELEKTRONIK

stay connected

Form A (18 mm)

for pressure switches

29405

yp 0..30V AC/DC 0..230V AC/DC
without components without components
metric metric
Circuit diagram L 51 - L a1
P S I P01 >
| | | |
| | |
Q=== &) Di=—=—== D
Contact figure Cable outlet can be turned in 90° steps
Contact layout

. Technical Data

Openating voltage

0..230 V AC/DC

Operating current per contact max. 10A
Connection cross section 0.5..15mm’
Sealing range (cable diameter) 6.8 mm

Locking of ports

M3 (recommended torque 0.4 Nrn)

Valve Connectors

Cortact figure Cableoutlet can be turned in 90° steps
Comoression gland M16 x 1.5 mm
Protection 1P65 inserted and tightened

lemperature range
. Article No.

The composition of your article
number is explained on page 3.1.i

40..180°C

10

|lo
|lo
1

Other versions on request
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| VALVE CONNECTORS

SVSEco
~Field-wireable
— Screw terminals

~ without components

Approvals: @
. Form
Type

Form B {(10mm) Form Bl {11 mm)

29765 30005

0..230V AC/DC 0..230 VAC/DC
without components without components
metric metric
Circuit diagram L e =51 .
P S
i I
| |
!
Q=== —i®
Contact figure Cable outlet can be turned in 180° steps
Contact layout

l . Technical Data

Valve Connectors

Operating voltage

0..230 V AC/DC

Operating current per contact max. 10A
Connection cross section 0.5..1.5 mm”
Sealing range (cable diameter) 6.8 mm

Locking of ports

M3 (recommended torque 0.1 Nrm)

Contact figure Cable autlet can be turned in 180° steps

Comoression gland M15x 1.5 mm M12x 175 mm
Protection 1P65 inserted and tightzned

lemperature ange 40..480°C

. Article No.

The composition of your article
number is explained on page 3.1.i

Notes

Other versions on request

31034

| VALVE CONNECTORS

SVSEco
~Field-wireable
- Screw terminals

- without components

Approvals: @
. Form
Type

Form C (8 mm)

30055

MYMURR
mhAm ELEKTRONIK

stay connected

Form Cl (9.4 mm)

Industrial standard

30155

yp 0..30V AC/DC 0..110V AC/DC
without components without components
metric metric
Circuit diagram L 51 -
P S I
i i
| |
!
Q=== O]
Contact figure Cable outlet can be turned in 90° steps
Contact layout

. Technical Data

Openating voltage

0..230 V AC/DC

il

-

0..110 V AC/DC

Operating current per contact max. 6 A
Connection cross section 0.34.05 mm”
Sealing range (cable diameter) 4.6 mm

Locking of ports

M2.5 {couple de serrage recommandé 0,4 Nm)

‘ M3 (recommended torque 0.1 N}

Valve Connectors

Cortact figure Cable outlet can beturned in 907 steps

Comoression gland M16 % 1.5 mm ‘ M12x1.75mm
Protection 1P65 inserted and tightened

lemperature range 40..180 °C

. Article No.

The composition of your article
number is explained on page 3.1.i
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Other versions on request
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| VALVE CONNECTORS

SVS Eco, LED
~Field-wireable

— Screw terminals

Approvals: @
. Form
Type

Form A (18 mm)

29005 29085 29165
24V AC/DC 110V AC/DC 20 VAC/DC
LED and VDR LED and VDR LED and VDR
metric metric metric

Circuit diagram

Contact figure

Cable outlet can be turned in 90° steps

Contact layout

l . Technical Data

Operating voltage

24VAC/DC 110 %

110V AC/DC 110 %

230V AC/DC 110 %

Operating current per contact max. L5 A
Connection cross section 0.5..1.5 mm’
Sealing range (cable diameter) 6.8 mm

Locking of ports

M3 (recommended torque 0.1 Nrm)

Valve Connectors

Comoression gland

M15x 1.5 mm

Contact figure

Cableoutlet can beturned in 90° steps

Protection

1P65 inserted and tightzned

lemperature ange 40..460°C
. Article No.
The composition of your article
number is explained on page 3.1.i 7 o 0 o = 0 0 0 0 0 0 o
Notes
Other versions on request
31026

| VALVE CONNECTORS

SVS Eco, LED
~Field-wireable

- Screw terminals

Approvals: @
. Form
Type

yp

Form B (10 mm)

MYMURR
mhAm ELEKTRONIK

stay connected

29565 29645 29685
24 VAC/DC 110V AC/DC 280V AC/DC
LED and VDR LED and VDR LED and VDR
metric metric metric

Circuit diagram

Contact figure

Cable outlet can be turned in 180° steps

Contact layout

. Technical Data

Openating voltage 24VAC/DC 110 % 110V AC/DC 110 % 230V AC/DC 110 %
Operating current per contact max. 1.5 A

Connection cross section 0.5..15mm’

Sealing range (cable diameter) 6.8 mm

Locking of ports

M3 (recommended torque 0.4 Nrm)

Comoression gland

M16 x 1.5 mm

Valve Connectors

Cortact figure

Cable outlet can be turned in 180° steps

Protection

1P65 inserted and tightened

lemperature range
. Article No.

The composition of your article

number is explained on page 3.1.i

40,160 °C
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Other versions on request
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| VALVE CONNECTORS

SVS Eco, LED
~Field-wireable

— Screw terminals

Approvals: @
. Form
Type

Form BI (11 mm)

Industrial standard

29805 29885 29925
24V AC/DC 110V AC/DC 20 VAC/DC
LED and VDR LED and VDR LED and VDR
metric metric metric

Circuit diagram

Contact figure

Cable outlet can be turned in 180° steps

Contact layout

l . Technical Data

Valve Connectors

Operating voltage 24VAC/DC 110 % 110V AC/DC 110 % 230VAC110 %
Operating current per contact max. L5 A

Connection cross section 0.5..1.5 mm”

Sealing range (cable diameter) 6.8 mm

Locking of ports

M3 (recommended torque 0.1 Nrm)

Comoression gland

M15x 15 mm

Contact figure

Cable autlet can be turned in 180° steps

Protection

1P65 inserted and tightzned

lemperature ange 40,160 °C
. Article No.
The composition of your article
number is explained on page 3.1.i 7 0 0 o = - 0 0 0 0 0 0 o
Notes
Other versions on request
31028

| VALVE CONNECTORS

SVS Eco, LED
~Field-wireable

- Screw terminals

Approvals: @
. Form
Type

yp

Form C (8 mm)

MYMURR
mhAm ELEKTRONIK

stay connected

30105 30115 30125
24 VAC/DC 110V AC/DC 280V AC/DC
LED and VDR LED and VDR LED and VDR
metric metric metric

Circuit diagram

Contact figure

Cable outlet can be turned in 90° steps

Contact layout

. Technical Data

Openating voltage

24VAC/DC 110 %

110V AC/DC 110 %

230V AC/DC 110 %

Operating current per contact max. 1.5 A
Connection cross section 0.34.05 mm”
Sealing range (cable diameter) 4.6 mm

Locking of ports

M2.5 {couple de serrage recommandé 0,4 Nm)

Comoression gland

M12 x 175 mm

Valve Connectors

Cortact figure

Cableoutlet can be turned in 907 steps

Protection

1P65 inserted and tightened

lemperature range
. Article No.

The composition of your article
number is explained on page 3.1.i

40,160 °C
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| VALVE CONNECTORS

SVS Eco, LED Form Cl (9.4 mm)

Industrial standard

~Field-wireable

— Screw terminals

Approvals: @

¥ fom 30205 30215
Type

24V AC/DC 110 VAC/DC
LED and VDR LED and VDR
metric metric
Circuit diagram
Contact figure Cable outlet can be turned in 90° steps
Contact layout
T
94 ©1
1 —pan?
l . Technical Data
" Operating voltage 24VAC/DC 110 % 110V AC/DC 110 %
5 Operating current per contact max. L5 A
b
@ Connection cross section 0.34.0.5 mm”
5 Sealing range (cable diameter) 4.6 mm
Y Locking of ports M3 (recommended torque 0.1 Nrm)
§ Comoression gland M12x 1.75mm
Contact figure Cableoutlet can beturned in 90° steps
Protection 1P65 inserted and tightzned
lemperature ange 40,160 °C

. Article No.

The composition of your article

number is explained on page 3.1.i 1 2 2 2 - - 2 2 2 2 2 2 2

Notes
Other versions on request
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